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SECTION 06 15 30 

DECKING AND RAILING SYSTEMS 
 

 

PART  1  GENERAL 

1.1  SECTION INCLUDES 

A.  Watertight interlocking aluminum decking. (AridDek) 

1.2  RELATED SECTIONS 

A.  Section 05 50 00 - Metal Fabrications. 

B.  Section 06 10 00 - Rough Carpentry. 

1.3  REFERENCES 

A.  Aluminum Association, Inc (AA): 
1.  ADM1 - Aluminum Design Manual. 

B.  American Architectural Manufacturers Association (AAMA): 
1.  AAMA 2603.02 - Voluntary Specifications, Performance Requirements and Test 

Procedures for Pigmented Organic Coatings on Aluminum Extrusions and Panels. 

C.  ASTM International (ASTM): 
1.  ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building 

Materials. 

D.  National Fire Protection Association (NFPA): 
1.  NFPA 101 - Life Safety Code. 
2.  NFPA 5000 - Building Construction and Safety Code. 

E.  North American Deck and Railing Association (NADRA). 

1.4  SUBMITTALS 

A.  Submit under provisions of Section 01 30 00 - Administrative Requirements. 

B.  Product Data: 
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1.  Manufacturer's data sheets on each product to be used. 
2.  Preparation instructions and recommendations. 
3.  Storage and handling requirements and recommendations. 
4.  Typical installation methods. 

C.  Verification Samples: For each material and finish specified, two samples representing 
actual finishes. 

D.  Shop Drawings: Architect and manufacturer approved shop drawings showing details 
including but not limited to locations, components, anchorage requirements, trim details, 
accessories, tolerances, clearances and relationship to adjacent construction. 

1.5  QUALITY ASSURANCE 

A.  Installer Qualifications: Company specializing in performing Work of this section with 
minimum two years documented experience with projects of similar scope and complexity. 

B.  Source Limitations: Provide each type of product from a single manufacturing source to 
ensure uniformity. 

1.6  PRE-INSTALLATION CONFERENCE 

A.  Convene a conference approximately two weeks before scheduled commencement of the 
Work. Attendees shall include Architect, Contractor and trades involved. Agenda shall 
include schedule, responsibilities, critical path items and approvals. 

1.7  DELIVERY, STORAGE, AND HANDLING 

A.  Deliver, store and handle materials and products in strict compliance with manufacturer's 
instructions and recommendations and industry standards. 
1.  Do not stack above 36 inches (76 mm). 
2.  Do not stack multiple bundles. 
3.  Keep the finished face protected from abrasions and rough surfaces. 
4.  Do not handle or drag in a manner where the "face" could become scratched. 
5.  Do not stack unsheathed. 
6.  Do not allow grit such as sand to become wedged in between faces of two boards. 

B.  Store products in manufacturer's or fabricator's original containers and packaging, with 
labels clearly identifying product name and manufacturer. Protect from damage. 

C.  Protect from damage due to weather, excessive temperature, and construction operations. 

1.8  PROJECT CONDITIONS 

A.  Maintain environmental conditions (temperature, humidity, and ventilation) within limits 
recommended by manufacturer for optimum results. Do not install products under 
environmental conditions outside manufacturer's recommended limits. 

1.9  WARRANTY 

A.  Manufacturer's Standard Warranty: 
1.  Limited Lifetime Warranty for Structural Deck Drainage Systems: Components of 

system to be free from manufacturing and structural defects. 
2.  Leak-Proof Guarantee: Systems will not leak from joint seams in normal wet weather 

conditions when installed according to manufacturer guidelines. 

PART  2  PRODUCTS 
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2.1  MANUFACTURERS 

A.  Acceptable Manufacturer: Wahoo Building Products, which is located at: 203 Chesterra Dr.; 
Dahlonega, GA 30533; Toll Free Tel: 877-270-9387; Tel: 678-343-2481; Email:request info 
(info@wahoobuildingproducts.com); Web:https://wahoobuildingproducts.com 

B.  Substitutions: Not permitted. 

C.  Requests for substitutions will be considered in accordance with provisions of Section 01 60 
00 - Product Requirements. 

2.2  WATERTIGHT INTERLOCKING ALUMINUM DECKING (AridDek) 

A.  Watertight Interlocking Aluminum Decking: AridDek as manufactured by Wahoo Building 
Products. 
1.  Description: Interlocking boards provide gapless, single layer, watertight decking 

surface. 
2.  Compliance: 

a.  Aluminum: 6005-T5 Series, marine grade aluminum. 
1)  Meets specifications and guidelines for aluminum structures as 

recommended by AA ADM1 and required by International Building Code 
(IBC). 

b.  Outdoor Exposure: Meets durability requirements of AAMA 2603.02. 
3.  Color: Sandstone. 

a.  Flame Spread Index (ASTM E 84): 0. 
b.  Smoke Developed Index (ASTM E84): 90. 

4.  Color: Granite Grey. 
a.  Flame Spread Index (ASTM E 84): 0. 
b.  Smoke Developed Index (ASTM E84): 135. 

5.  Color: Artisan Clay. 
a.  Flame Spread Index (ASTM E 84): 5. 
b.  Smoke Developed Index (ASTM E84): 150. 

6.  Color: As scheduled and indicated on Drawings. 
7.  Finish Type: Powder coating. 
8.  Fabrication: Extruded. 
9.  Hidden Fastener System: Integral, no pre-drilling required. 
10.  Strength: 400 psf (19.2 kPa) at maximum joist spacing of 24 inches (610 mm) on-

center. 
11.  Drainage: 

a.  Pitch: 1/8 inch (3 mm) downward pitch per linear foot (10.4 mm per meter) is 
recommended by manufacturer. 

b.  Overhang: 2 inches (51 mm) beyond the header joist on drainage, to prevent 
backsplash. 

B.  Components: 
1.  Hardware: No. 10 stainless steel screws. 
2.  Lengths Required (in/mm): ________. 
3.  Lengths Required: As scheduled and indicated on Drawings. 
4.  Weight: 

a.  By Length: 1 lb per linear foot (1.5 kg/m). 
b.  By Area: 2 psf (.096 kPa). 

5.  Start Boards: 
a.  Design: Incorporates tongue receivers to accept main boards. 
b.  Width: 5-1/2 inches (140 mm). 

6.  Main Boards: 
a.  Design: 

1)  Can be ripped lengthwise to cover non-standard deck widths. 
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2)  Incorporates tongues and tongue receivers to accept other boards. 
b.  Width: 6 inches (152 mm). 

7.  Finish Boards: 
a.  Design: Incorporates tongues to fit into receivers of main boards. 
b.  Width: 5-1/2 inches (140 mm). 

8.  Trim and Channel Plugs: To provide a finished appearance. 
a.  Design: Serves as drip edge on drainage side. 
b.  Types: Edge Trim and T Trim. 
c.  Trim Lengths: Available up to 288 inches (7315 mm). 

PART  3  EXECUTION 

3.1  EXAMINATION AND PREPARATION 

A.  Prepare substrates using the methods recommended by the manufacturer for achieving best 
result for the substrates under project conditions. 

B.  Do not proceed with installation until substrates have been prepared using the methods 
recommended by the manufacturer and deviations from manufacturer's recommended 
tolerances are corrected. Commencement of installation constitutes acceptance of 
conditions. 

C.  If preparation is the responsibility of another installer, notify Architect in writing of deviations 
from manufacturer's recommended installation tolerances and conditions 

3.2  INSTALLATION 

A.  Install in accordance with manufacturer's instructions, approved submittals and in proper 
relationship with adjacent construction. 

3.3  FIELD QUALITY CONTROL 

A.  Field Inspection: Coordinate field inspection in accordance with appropriate sections in 
Division 01. 

3.4  CLEANING AND PROTECTION 

A.  Do not walk on installation until installation is complete and profiles have been secured to 
frame. 

B.  Clean installed products in accordance with manufacturer's recommendations, with water 
and mild soap; do not use acidic or abrasive cleaning solutions. 

C.  Protect products in accordance with the manufacturer's recommendations. 

D.  Touch-up, repair or replace damaged products before Substantial Completion. 
 

END OF SECTION 


