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Congratulations and Thank You for your purchase! This is the first step to enjoying your low maintenance AridDek deck-
ing waterproof deck system. Provided are general instructions for the installation of your new decking and additional 
engineering details. If there are any questions along the way, please don’t hesitate to call Customer Service at (877) 
270-9387 or visit our “resource library” at www.wahoobuildingproducts.com/knowledge-base. 
Please read these instructions in their entirety before you start your project and be sure to follow these steps carefully 
to ensure the durability and safety of your deck.

•	 Deck support spacing (joist): 24’’ o.c. joists (standard) 
(Refer to the Load And Span chart on pg. 3 for specific lbs. per sq. ft. ratings.)

•	 Minimum Pitch Away From House:  1⁄8” per foot

DECK STRUCTURE REQUIREMENTS

TAPE MEASURE DRILL DRIVER CIRCULAR SAW
OR MITER SAW

CARBIDE TIP
STEEL SAW BLADES

WORK GLOVES
& SAFETY GLASSES

RUBBER MALLET/
HAMMER

CAULK GUN
& EXTERIOR

FLASHING SEALANT

FRAMING SQUARE





CHANNEL PLUG 1 1/2” HEX HEAD T-25 TORX TRIM
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If your deck width is not evenly divisible by 6”, you may have to rip a finish board using a table saw or skill saw. 
The fastener flange is removed when the finish board is ripped, so you need to add a filler strip to support and attach to the edge 
of the finish board.

Profile Trim can be used to finish off the exposed ends of boards. It can also be used to finish off the Start and Finish boards.
Lay the trim along the edge of the decking and remember to leave a space for water drainage. Screw through the top of the Profile 
Trim into the decking, approximately every 18” using 1” self-tapping color-matched Torx screws. (Requires a T-25 bit.)

Wahoo Building Products provides color-matched, rigid flashing for installation on top of the AridDek system. It measures 2” x 2” 
and is attached using the T-25 Torx Trim Head Screw. Always apply sealant to the back and bottom side of the AridDek flashing 
before installation. 
*This flashing is in addition to, not instead of, standard ledger flashing. It is ideal to install flashing behind the siding, if 
possible. 7 OF 9
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1.	Compliance:
a.	Aluminum: Meets specifications and 

guidelines for aluminum structures as 
recommended by AA ADM 1 and required 
by International Building Code (IBC).

b.	Outdoor Exposure: Meets durability 
requirements of AAMA 2603.02.

2.	Design: Interlocking boards provide gapless, 
single layer watertight decking surface.

3.	Material: 6005-T5 Series Marine grade aluminum.
4.	Finish Type: Powder coating.
5.	Color: As scheduled and indicated on 

Drawings. Ash Grey or Sandstone.
6.	Fabrication: Extruded.
7.	Hidden Fastener System: Integral, 

no pre-drilling required.
8.	Hardware: 410 stainless steel screws.
9.	Strength: approx. 400 lbs per square foot 

(psf) at joist spacing of 24 inches.
10.	Drainage:

a.	Pitch: 1⁄8 inch (3 mm) downward pitch 
per linear foot recommended.

b.	Overhang: 2 inch (51 mm) overhang 
beyond the header joist on drainage 
end to prevent possible backsplash.

11.	Available Lengths: Provide extrusions as 
scheduled and indicated on Drawings.

a.	36 ft (10973 mm) extruded length.
12.	Weight:

a.	By Length: 1 lb (0.45 kg) per 
linear foot (305 mm).

b.	By Area: 2 lb (0.9 kg) per square 
foot (92904 mm2).

13.	Start Boards:
a.	Design: Incorporates tongue receivers 

to accept main boards.
b.	Width: 5- 1⁄2 inches (140 mm)

14.	Main Boards:
a.	Design: Can be ripped lengthwise to 

cover non-standard deck widths.
b.	Width: 6 inches (152 mm).

15.	Finish Boards:
a.	Design: Incorporates tongues to fit into receivers 

of main boards.  
(Can be ripped lengthwise to cover 
non-standard deck widths.)

b.	Width: 5- 1⁄2 inches (140 mm).
16.	Trim and Channel Plugs: To provide 

a finished appearance.
a.	Design: Serves as drip edge on drainage side.
b.	Types: Profile Trim, Color Matched 

Flashing, and T Trim.
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Aluminum Interlocking Deck Boards:
AridDek® Waterproof Deck System Manufactured By Wahoo Building Products

*AridDek Waterproof Decking will meet a 
vertical crush load of not less than 28,000 psf

ARIDDEK SPAN CHART/MULTIPLE SPANS

Span 
Length, ft. L/180 L/240 L/360

1.0 47133.33 35350.00 23566.67

1.5 13965.43 10474.07 6982.72

2.0 5891.67 4418.75 2945.83

2.5 3016.53 2262.40 1508.27

3.0 1745.68 1309.26 872.84

3.5 1099.32 824.49 549.66

4.0 736.46 552.34 368.23


